
Scan the QR Code
or Click Here for Location

Purpose-built chemical storage facility designed for safe, efficient and compliant storage 

operations, with temperature control, dedicated chemical segregation and high-capacity 

racking.

Plot Area (sq.ft) 178,883.92

BUA (sq.ft) 111,996.55

Office Area (sq.ft) 5,932.00

Total Gross Capacity 17,409 Pallets

Loading Bay 12 Nos.

Dewa Load Capacity 1333 KW

S40808A
CHEMICAL WAREHOUSE
Specialised Chemical Storage Facility

Car Parking 18 Nos

Yard Depth 1.35 m

CCTV Security SIRA Requirements

Racking (Available) Yes

Temperature Controlled 18°C

Fire Fighting Sprinkler system

https://maps.app.goo.gl/WbZG7wZHHRaGj5tL8


UN CLASS 3 & 4
Flammable & Combustible Materials

Purpose-built storage chamber designed for the safe and segregated storage of 
flammable liquids and combustible materials, supported by specialised fire protection 

and explosion-proof electrical systems.

Section 01

Pallets (Gross Capacity)

 

4,560

Eaves Height 10.20 m

Apex Height 12.00 m

Dewa Load Capacity 1333 KW

Temperature Controlled 18°C

Fire Fighting
Foam-Water 

Sprinkler system

Lighting 
ATEX-Rated LED (Explosion 

Proof)

Ventilation 
Mechanical Ventilation
(6 Air Changes per Hour)

Electrical Classification Zone 2 – Explosion Proof

Chemical Compatibility 

Segregation
Yes



UN CLASS 2 & 5
Gases, Aerosols & Oxidising Materials

Dedicated storage chamber for gases, aerosols and oxidising materials, supported by 
specialised segregation, fire protection and controlled storage conditions.

Section 02

Pallets (Gross Capacity)

 

6360

Eaves Height 10.20 m

Apex Height 12.00 m

Dewa Load Capacity 1333 KW

Temperature Controlled 18°C

Fire Fighting
Water 

Sprinkler system

Lighting 
ATEX-Rated LED (Explosion 

Proof)

Ventilation 
Mechanical Ventilation
(6 Air Changes per Hour)

Electrical Classification Zone 2 – Explosion Proof

Chemical Compatibility 

Segregation
Yes



UN CLASS 6, 8 & 9 + Non Regulated
Toxic, Corrosive & Miscellaneous Materials

Dedicated chamber designed for toxic, corrosive and miscellaneous chemicals, 
including non-regulated materials, with sprinkler protection, chemical segregation and 

spill-containment provisions.

Section 03

Pallets (Gross Capacity)

 

6,489

Eaves Height 13.10 m

Apex Height 14.30 m

Dewa Load Capacity 1333 KW

Temperature Controlled 18°C

Fire Fighting
Water 

Sprinkler system

Lighting LED Lighting

Ventilation 
Mechanical Ventilation
(6 Air Changes per Hour)

Electrical Classification Ordinary Zone

Chemical Compatibility 

Segregation
Yes
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